








Interior

The exceptional new Ford Transit Custom sets the benchmark for vehicles in its class. Comfortable, durable and
packed with advanced driver-oriented technologies, including our latest Ford SYNC 3 voice-controlled
entertainment and connectivity system.

In-cab stowage Dual front passenger seat with fold-out table

Transit Custom’s driver-focused cockpit has plenty of useful A fold-down table, built into the dual front passenger’s seat
stowage solutions for bottles, phones and paperwork. backrest, is large enough to hold a standard sized laptop
computer. (Standard on Trend, Limited and Sport)

Model shown is a Ford Transit Van Limited with Visibility Pack - Premium
(option), ICE Pack 24 including Ford SYNC 3 with 8" touchscreen and
navigation system (option), Lane-Keeping Alert (option) and front
passenger’s® airbag (standard).

°Note: A rear-facing child seat should never be placed in the front
passenger seat when the Ford vehicle is equipped with an operational
front passenger’s airbag.




Loadspace 6-7

Rear cargo doors

Transit Custom’s rear cargo doors can be locked open at 90°, or opened fully to
180¢ for unrestricted access. (Kombi M1 rear doors open to 90° only)

Load access made easy

With low load heights, a pallet-sized sliding door on I l

both the driver (option on Van) and passenger sides,
plus wide-opening rear doors with 180° hinges* new
Transit Custom lets you make the most of the
available space.

Unique rear door check arms can be locked open at 90°
Rear tailgate, glazed or unglazed** (H1 models only)
Low rear step-in height to load area

LED loadspace lighting (option)***

Dual sliding side load doors (option) (1,030mm Van /
930mm Kombi, DCiV)

Second-row glazing on side load doors (option on Van)

*Kombi M1 rear doors open to 90° only.
**Glazed tailgate is an option on Van, Double Cab-in-Van and Kombi, not

available on L1280 Base and Trend and unglazed only on Limited and Sport A: 1 ,77 8 m m H 2 B : II ’75 5 m m C : 3 y 4 0 0 m m

models.
(L2 with load-through bulkhead)

***Not available on Kombi.



Van load capacity and payload

High roof (H2) A
A
7- 2 cu.m
Standard roof
(HD)
6.0
cu.m
y v
Van Short wheelbase (L1)
High roof (H2)
A
8.3
Standard roof
(HD)
6.8
cu.m
y v

Van Long wheelbase (L2)

Max. gross payload up to 1,530 kg (H1)/1,481 kg (H2)
Gross vehicle mass from 2,600 kg to 3,400 kg

Max. gross payload up to 1,447 kg (H1)/1,395 kg (H2)
Gross vehicle mass from 3,000 kg to 3,400 kg

>

>

Europallets x3
2/3 seats

Europallets x3
2/3 seats

Double Cab-in-Van load capacity and payload

Standard roof

(HD

3.5

cu.m

Standard roof
(HD)

4.3

cu.m

Double Cab-in-Van Long wheelbase (L2)

Please refer to specification tables for more information.

Max. gross payload up to 1,422 kg (H1)
Gross vehicle mass from 2,800 kg to 3,400 kg

Max. gross payload up to 1,339 kg (H1)
Gross vehicle mass from 3,000 kg to 3,400 kg

Europallet x1
5/6 seats

Europallets x2

6 seats



Kombi 10-11

Team
player

More passengers. More equipment. More
possibilities.

Take a crew to the work site, then fold or remove the rear seats for maximum
load carrying space, or use it as a van during the week, and install the seating
to transport family and friends at the weekend. Whatever you want, the robust
Transit Custom Kombi M1 offers outstanding versatility for you and your
business.

Model shown is a Transit Custom L1 H1 Kombi M1 Trend in Race Red body colour with 16" alloy wheels
(option)



Please take your seats

Versatility comes as standard in the dual-purpose Transit Custom Kombi M1. Carry passengers to work at the
start of the day. Then fold or remove the rear seats, as you wish, to transport tools or equipment.

Rear air suspension

Designed to automatically adjust to maintain a constant ride
height, regardless of the loading conditions, for a smoother
and more comfortable ride. (Option on Kombi M1 320 with
GVM reassigned to 310)

Flexible rear seats

Each seatback can fold forward to
create a flat workspace. The seat
(single or double) can then tumble
forward or be removed for more
space.

Easy access

Rear seats are easily reached from
the kerb-side sliding side door.
(Standard)

Rear tailgate

Kombi M!'s optional tailgate provides unhindered access to
the loadspace and features a pull strap for easy closing.
(Glazed tailgate, shown, is an option on Van, Double Cab-in-
Van and Kombi M1; not available on H2 models)

Model shown is a Transit Custom Trend
Kombi L2 H2 in Chrome Blue metallic paint
(option).



Efficiency

The power to support your business.

Transit Custom is powered by a range of advanced, high-performance Ford EcoBlue diesel engines. All versions
meet the latest Euro6 standards and combine plenty of usable torque for shifting heavy loads, with low running
costs. Powerful, clean and refined, Ford EcoBlue diesels build on the industry-leading performance and
technology of our award-winning Ford EcoBoost petrol engines.

Key fuel-saving technologies include

Ford Auto Start-Stop system

Ford Smart Regenerative Charging

Gearshift indicator light — to aid economical driving

Acceleration Control — unique engine calibration helps reduce fuel consumption when vehicle is driven unladen (option)
Ford Battery Management System — improves battery life, fuel consumption and ensures ready-to-go reliability

Note Some of the features listed above are options, at extra cost and may
not be available on all models. Please refer to the specification tables, or
speak to your Transit Centre for further information.

Efficient

2.0L Ford EcoBlue 105 PS

Transit Custom’s Ford EcoBlue 105 PS (77 kW)/360
Nm diesel engine combines fuel efficiency (with
test figures from 45.6mpg* combined) with
excellent driveability and refinement. Its state-o
the-art design helps to keep running costs dow
without compromising on payload or perfol

*N1, M1 from 165 g/km. NEDC test figures.

385Nm

Flexible

2.0L Ford EcoBlue 130 PS

The Ford EcoBlue 130 PS (96 kW)/385 Nm diesel
engine strikes a performance balance. It delivers
extra power and torque necessary to enhance
Gross Train Mass (GTM) and braked trailer plate
without compromising emissions.

Powerful

2.0L Ford EcoBlue 170 PS

The Ford EcoBlue 170 PS (125 kW) diesel engine
develops 405 Nm of torque. As the most powerful
engine in the range, it’s the ideal choice for moving
heavy loads and towing, while delivering
outstanding fuel efficiency (with test figures from
43.5mpg *combined).

Engines 14-15

559%b less
NO, than the
previous
standard.

Greater performance,
fewer emissions.

New Transit Custom’s Ford EcoBlue
diesel engines comply with
stringent Euro 6 (6c on N1, 6d-TEMP
on Kombi M1) emissions standards,
which specify a 55% reduction in
nitrogen oxide (NO,) emissions
versus the previous Euro5 emissions
standards. A Selective Catalytic
Reduction (SCR) system uses
AdBlue®, a urea/water-based fluid
to convert NOx emissions in the
exhaust gas into nitrogen and water.
A particulate filter then reduces
more than 99% of emitted solid
particulates from the vehicle’s
exhaust.






Connectivity

Meet your phone’s new best friend.

Ford SYNC 3

New Ford SYNC 3 integrates seamlessly with your compatible smartphone¥ letting you control everything from
phone calls and text messaging, to music and satellite navigation — all via the 8" touchscreen, or by using
remarkably simple voice commands. (Standard on Limited and Sport)

SYNC 3 features

Make and receive calls hands-free

Easy navigation (option)

Listen to your own music (link to Spotify)
Touchscreen interface

Listen to text messages

Touchscreen

The SYNC 3 8" touchscreen supports multi-touch ‘swipe’ and
‘pinch-to-zoom’ gestures, and lets you arrange application
icons and background displays just as you would on your
tablet or smartphone. You can also switch between daytime
and night modes, and tailor presets for multiple users.

AppLink, Apple CarPlay and Android Auto

Control SYNC-compatible apps with AppLink, while Apple
CarPlay and Android Auto let you navigate your smartphone
HMI through the SYNC 3 8" touchscreen.

Main image shows Transit Custom Limited with SYNC 3 DAB audio
navigation system (ICE Pack 24) (option).

*Full SYNC 3 smartphone integration only available with iPhone 5/Android
5.0 (Lollipop) or higher. Some SYNC 3 functions require a data connection,
so mobile data charges will apply. To check whether Apple CarPlay and
Android Auto are available in your market, please check official Apple
CarPlay and Android Auto websites for the latest information.

Audio and communication 18-19
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Alert

Driver assistance technologies help you to take action.

Combining information from a forward-facing camera and radar technology, new Transit Custom can help in

various driving situations. From Pre-Collision Assist (option) that can alert you to a potential collision, to Lane-

Keeping Alert (option, standard on Sport) that warns you if you stray from your lane, Transit Custom is better
equipped than ever to lend a helping hand.

Pre-Collision Assist

Using radar and a camera, Pre-Collision Assist??) keeps a
watchful eye on the road ahead. The system is designed to
monitor your proximity to other vehicles and pedestrians —
even in the dark, when illuminated by the vehicle's headlights
—and can alert you to a potential collision. If you don’t
respond to the system’s warning signals, Active Braking??
pre-charges the braking system and can automatically apply
the brakes to help mitigate the effect of any impact. (Option)

Lane-Keeping Alert?*2

Can recognise when you approach lane markings without
using the indicator and alert you with vibrations through the
steering wheel. (Standard on Sport, option on other series)

Traffic Sign Recognition?

Designed to automatically read standard format road-speed
signs and display the posted speed limit in the instrument
cluster. Intelligent Speed Assist?2 combines Traffic Sign
Recognition with Adjustable Speed Limiter to identify the
prevailing limit and automatically restrict the vehicle’s speed
to the limit detected!. The driver can also select the top speed
tolerance in addition to the detected speed limit. The vehicle
drives normally, but will not exceed the set speed limit unless
the driver overrides the system. (Option, available only when
Adaptive Cruise control and navigation are also ordered)

[

W)

Driver Alert??

Designed to warn you if the system detects driving behaviour
that indicates a drop in alertness levels. Initially, a warning icon
is displayed in the instrument cluster, followed by a warning
chime if driving alertness further declines. (Standard with
Lane-Keeping Alert)

2Uses sensors.

*Operates at speeds over 40mph on multi-lane roads with clearly visible
lane markings.

2Driver assistance feature.

MSpeed limit may vary according to road and vehicle size. Driver is
responsible for adhering to the speed limit at all times.



See and be seen

Enhanced lighting for outstanding visibility.

With its stylish and powerful new headlights, Transit Custom is a van designed to be noticed.

Projector-style headlights with static cornering lights and
LED daytime running lights

When you turn the steering wheel beyond 30 degrees,
cornering lights illuminate the appropriate side of the road for
extra visibility at night. Operates at speeds up to 20mph.
(Standard on Trend, Limited and Sport, option on Base)

Bi-Xenon headlights with static bending lights

Transit Custom’s new Bi-Xenon headlights offer superior light
quality over halogen bulbs, while using less energy. Static
bending lights, mounted within each headlight, illuminate
corners during turns, at speeds up to 40mph. Whenever
outside light levels dictate, automatic headlights switch on to
help keep the road ahead well lit. (Option)

TRANSIT CUSTOM |

Exterior lighting 24-25







Features to make your
life easier

Parking distance sensors

Front and rear parking distance sensors
provide an audible warning to help you judge
parking distances. (Standard on Trend,
Limited and Sport, option on Base)

SelectShift automatic
transmission

Six-speed automatic transmission delivers a
smooth, relaxing driving experience,
especially in busy stop-start traffic. Change
gear manually if you prefer, using the
facia-mounted gearshift, or lockout gears in
more challenging driving conditions, e.g. on
slippery surfaces or steep gradients.
(Available on 130 PS and 170 PS models)

SYNC 3 Live Traffic*

Provides you with real-time traffic
information, such as traffic speed, accidents
and road closures, as well as alternate route
guidance and mapping to help you avoid
problem areas.

Load-through bulkhead

A flip-up panel in the bulkhead provides
load-through access to the underseat storage
area, allowing items such as pipes and
ladders of up to 3-metres in length to be
transported securely (3.4-metresin L2).

Adaptive Cruise Control?2)

Set your desired speed and Adaptive Cruise
Control maintains a pre-set distance from the
vehicle in front. If the sensors detect traffic
slowing ahead, your vehicle automatically
slows down. When traffic has cleared, your
vehicle accelerates back to the pre-selected
speed. (Option)

2Uses sensors.
2Driver assistance feature.

*Live Traffic access is free for the first 2 years following
the registration of a new Ford featuring SYNC 3 with
navigation; thereafter there is an annual licence fee.

Quickclear heated
windscreen

Demists the windscreen screen in seconds,
even on frosty mornings.

Remarkable Technologies 28-29

Rear-view camera with
Trailer Hitch Assist

Select reverse and the view to the rear of the
vehicle is displayed in the Multi-Functional
Display screen. Marker lines overlaid on the
camera image indicate where the vehicle is
heading. (Option)

230-volt power socket

A handy 150 Watt 230 V power socket,
located between the driver’s and passenger
seats, can be used to charge tools, laptops or
other electrical equipment without the need
for special adaptors. (Option)



Series overview




Trend

Exterior features in addition
to Base

Power-foldable door mirrors with body
colour housings

Projector-style halogen headlights with
static cornering lights and LED daytime
running lights

Body colour front bumper and body colour
rear bumper end caps

Front fog lights

Full wheel covers

Front and rear parking distance sensors
Rain-sensing front wipers

Automatic headlights

Interior features in addition to . .
Base Option packs available:

DAB/AM/FM audio with 4.2 TFT screen, Visibility Pack — Premium*
2 x USB, Bluetooth® with emergency
assistance (ICE Pack 17)

Cruise control with Adjustable Speed

Rear-view camera with Trailer Hitch Assist
Lane-Keeping Alert with Driver Alert
Auto High Beam

Limiter

8-way adjustable driver’s seat with lumbar

adjust and armrest Engines

Dual front passenger seat with fold-out

table (excludes 280 DCiV) 105 PS (77 kw)/360 Nm

130 PS (96 kW)/385 Nm
170 PS (125 kW) /405 Nm

Quickclear heated windscreen

Leather-trimmed steering wheel Quickclear heated windscreen Front and rear parking distance sensors
Lockable glovebox (Standard) (Standard)
Map reading lights Bodystyles
Easy Clean Load Floor (Van only)
Instrument panel dimmer Van
Washer fluid low-level sensor Double Cab-in-Van
Kombi M1

Note The Bluetooth® word mark and logos are owned by the Bluetooth SIG, Inc. and any use of such marks by Ford
Motor Company Limited and its associated companies is under licence. Other trademarks and trade names are those
of their respective owners.

*Requires ICE pack 21 or 24 at additional cost. Model shown is a Transit Custom Trend L1 H1 in Race Red solid body colour.






Sport

Exterior features in addition
to Limited

Sport styling kit — includes front lower
bumper skirt with unique fog light bezel,
body colour side skirts, rear bumper skirt,
sports style bonnet and rear door/liftgate
stripes, side stripes with Transit branding,
and front and rear wheel arch extensions
with unique mudflaps

17" alloy wheels with bright/machined
black finish on 310 GVM

18" alloy wheels on 290 GVM (Van only)
Rear-view camera with Trailer Hitch Assist
Tyre Pressure Monitoring System

Interior features in addition to .
Limited Engine

Partial leather seat trim 170 PS (125 kw)/405 Nm

Dual front passenger's seat with fold out

table (Van) Bodystyles
Single 8-way adjustable front passenger's

seat (DCiV) Van

Lane-Keeping Alert with Driver Alert Double Cab-in-Van

High series instrument cluster

Exterior stripe colours

Race Red, Chrome Blue and Orange Glow Partial leather seat trim 18" alloy wheels with 235/50R18 tyres
body colours get black stripes with silver (Standard) (290 Vvan only)
accents.

Frozen White, Shadow Black, Magnetic and
Moondust Silver body colours get black
stripes with orange accents

@ Model shown is a Transit Custom 310 Sport L1 H1 in Chrome Blue metallic body colour with 17" Bright/Machined Black
alloy wheels (option).



Choose the body colour and trim that
you think best reflects your business
brand.

1. Base

Seat insert: Quadrant in Dark Palazzo Grey
Seat bolster: City in Ebony
(Standard)

2.Base

Seat insert: Crosshatch on Salerno in Dark
Palazzo Grey

Seat bolster: Salerno vinyl in Ebony
(Option)

3. Trend

Seat insert: Capitol in Ebony
Seat bolster: City in Ebony
(Standard)

4. Limited

Seat insert: Inroad Emboss in Ebony
Seat bolster: Marl in Ebony
(Standard)

5. Limited (Double Cab-in-Van only)

Seat insert: Salerno stitched leather in Dark
Palazzo Grey

Seat bolster: Salerno leather in Ebony
(Option)

6. Sport

Seat insert: Dynamo Emboss on Eton in
Ebony

Seat bolster: Salerno leather in Ebony
(Standard)

44
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Frozen White
Solid body colour

Diffused Silver
Metallic body colour*

Magnetic
Metallic body colour*

12-year perforation warranty

Race Red

Solid body colour

Orange Glow
Metallic body colour*

Moondust Silver
Metallic body colour*

Colour and trim 38-39

Blazer Blue
Solid body colour

Chrome Blue
Metallic body colour*

Shadow Black
Mica body colour*

The Transit Custom owes its durable exterior to a thorough multi-stage painting process. From the wax-injected steel body sections to the hard-wearing top coat, new
materials and application processes ensure it will retain its good looks for many years to come.

*Metallic and mica body colours are options at extra cost.

The Ford Transit Custom is covered by the Ford Corrosion Protection Warranty for 12 years from the date of first registration. Subject to terms and conditions.

Note The vehicle images used are to illustrate body colours only and may not reflect current specification. Colours and trims reproduced within this brochure may vary from the actual colours, due to the

limitations of the printing processes used.

Zinc coating Phosphate coat

Electrocoat

Clearcoat
(not with Frozen White body colour)



Alloy wheels

A selection of 16" and 17" alloy wheels are
available. (Accessory)

Xvision (SCC)* parking distance sensors

An audible warning helps you to judge parking
distances. (Accessory)

Engine undershield

Tough corrosion-resistant metal undershield
protects engine from accidental stone and
kerb damage. Easily removed for oil changes
and routine servicing. (Option and accessory)

Mud flaps

Contoured rear mud flaps help to protect the
bodywork of your Transit Custom from stone
chips and road spray (Option and accessory,
excl. Sport Van)

Rubber floor mats

All-weather rubberised floor mats are
tailor-made to fit your Ford perfectly and
protect against dirt and damp. Securely fixed
directly onto the vehicle’s floor. (Accessory).

Bott* cargo load net

Secure your loads safely and easily with a
lightweight adjustable cargo net system, ideal
for courier and parcel delivery services.
Attaches to the side-mounted tie-down
points and can be stowed away in a storage
bag when not in use. Max load 500 daN.
Available for L1 and L2 models.

(Option and accessory)

Wooden load liner

Load floor kit includes two-piece wooden
floor with anti-slip coating and integrated
aluminium airline rails. Max rail load 500 daN.
(Option)

Options and accessories 40-41






Van
L1H16.0 cuum L2H16.8 cu.m
L1H27.2cu.m L2H28.3 cu.m

Van/Double Cab-in-Van dimensions

Double Cab-in-Van

L1H13.5cu.m L2H14.3cu.m

5 5 5 5
= o T ¢
=5 = N N
1 Overall length 4973 4973 5340 5340
1 Overall width with mirrors 2272 2272 2272 2272
Overall width with folded back mirrors 2080 2080 2080 2080
Overall width without mirrors and handles 1986 1986 1986 1986
[1 Overall height* 1925-2000 2286-2366 1922-1979  2285-2343
1 Wheelbase 2933 2933 3300 3300
1 Front of vehicle to front wheel centre 1012 1012 1012 1012
1 Rear of vehicle to rear wheel centre 1028 1028 1028 1028
1 Side door entry width 1030 1030 1030 1030
1 Side load door entry height 1324 1324 1324 1324
0  Reardoor/tailgate entry width 1404 1404 1404 1404
[0  Reardoor/tailgate entry height 1347 1706 1347 1706
[1 Maximum loadspace length (up to bulkhead) 2554 2554 2921 2921
Maximum loadspace length (includes underseat storage) 3037 3037 3404 3404
1 Maximum loadspace width 1775 1775 1775 1775
[_1 Loadspace between wheel arches 1351 1351 1351 1351
[1 Load floor to roof 1406 1778 1406 1778
[1 Reardoor loading height* 511-564 511-564 513-536 513-536
[1 Maximum loadspace (with bulkhead) (cu.m) 6.0 72 6.8 83
Loadspace (behind bulkhead) (SAE) (cu.m) 57 72 6.6 8.2
Loadspace (with bulkhead) (VDA) (cu.m) 54 6.6 6.2 77
Turning circle (m)
15" wheels, kerb to kerb/wall to wall 10.9/11.6 10.9/11.6 12.2/12.8 12.2/12.8
16" wheels, kerb to kerb/wall to wall 1.6/12.2 11.6/12.2 12.8/134 12.8/134
17" wheels, kerb to kerb/wall to wall 11.8/12.3 1 13.0/13.5 1
18" wheels, kerb to kerb/wall to wall 121126 1 1 (|
Double Cab-in-Van unigue measurements
1 Side door entry width 930 n/a 930 n/a
1 Maximum loadspace (behind bulkhead) (cu.m) 35 n/a 44 n/a
Loadspace (behind bulkhead) (SAE) (cu.m) 35 n/a 43 n/a
Loadspace (behind bulkhead) (VDA) (cu.m) 3.2 n/a 4.0 n/a
[1 Maximum loadspace length 1577 n/a 1944 n/a
[1 Usable load length at 1.2m height 1505 n/a 1872 n/a

[# Short wheelbase, [TEILong wheelbase, [T3Low Roof, [TFHigh Roof. All dimensions (shown in mm) are subject to manufacturing tolerances and
refer to minimum speci [cation models and do not include additional equipment. *Height dimensions show the range from minimum to maximum of a
fully laden, lowest payload vehicle to unladen highest payload vehicle. These illustrations are for guidance only. [T I Mhis is the method used by
the Verband der Automobilindustrie (VDA) in Germany. A VDA [gure is determined by [llihg the loadspace with 'litre' blocks, each measuring
200x100x50 mm. The blocks are then counted, and the numerical result is converted into cubic metres. [T IITTICIhis is the method used by Society
of Automotive Engineers. An SAE [glre is determined by the average of two height, length and width dimensions, multiplied to derive volume in cubic
metres. [T TN method simply measures the volume of a [né-grained material such as sand or rice which can be deposited into the
loadspace.

Kombi dimensions

£ g £ £
S < < 2
T ¢ T T
= = N N
Overall length 4973 4973 5340 5340
B Overall width with mirrors 2272 2272 2272 2272
Overall width with folded back mirrors 2080 2080 2080 2080
Overall width without mirrors and handles 1986 1986 1986 1986
C  Overall height* 1922-2020  2280-2389 1923-2017  2284-2381
D  Wheelbase 2933 2933 3300 3300
E Front of vehicle to front wheel centre 1012 1012 1012 1012
F Rear of vehicle to rear wheel centre 1028 1028 1028 1028
G Side door entry width 930 930 930 930
H  Sideload door entry height 1292 1292 1292 1292
| Rear door/tailgate entry width 1404 1404 1404 1404
Rear door/tailgate entry width (with rear air conditioning) 1225 1225 1225 1225
J Rear door/tailgate entry height 1297 1660 1297 1660
K Maximum loadspace length (behind second row seat) 1545 1545 1912 1912
Maximum loadspace length (behind third row seats) 687 687 1054 1054
L Maximum loadspace width 1775 1775 1775 1775
M Loadspace between wheel arches 1350 1350 1350 1350
N  Load floor toroof 1382 1754 1382 1754
0  Loading height* 444-588 444-588 451-581 451-581
P Loadspace (SAE) (cu.m) — 6 seats/9 seats 3113 3.8/1.6 3.8/2.0 4.7/2.5
Turning circle (m)
16" wheels, kerb to kerb/wall to wall 1.6/12.2 1.6/12.2 12.8/13.4 12.8/134

L1 = Short wheelbase, L2 = Long wheelbase, H1 = Low Roof, H2 = High Roof. All dimensions (shown in mm) are subject to manufacturing tolerances and
refer to minimum specification models and do not include additional equipment. *Height dimensions show the range from minimum to maximum of a
fully laden, lowest payload vehicle to unladen highest payload vehicle. These illustrations are for guidance only. VDA method This is the method used by
the Verband der Automobilindustrie (VDA) in Germany. A VDA figure is determined by filling the loadspace with 'litre' blocks, each measuring
200x100x50 mm. The blocks are then counted, and the numerical result is converted into cubic metres. SAE Method This is the method used by Society
of Automotive Engineers. An SAE figure is determined by the average of two height, length and width dimensions, multiplied to derive volume in cubic
metres. Maximum load volume method simply measures the volume of a fine-grained material such as sand or rice which can be deposited into the
loadspace.

Dimensions 44-45

Kombi

L1H11.3 cu.m*

L1H21.6 cu.m*

L2 H12.0 cu.m*

L2 H2 2.5 cu.m*

*SAE method.







Weights and loads
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SelectShift automatic transmission

For greater comfort and convenience in urban driving,
Transit Custom can be specified with a six-speed
SelectShift automatic transmission. Offering smooth,
responsive and efficient performance, the transmission
also provides the option of manual shifting using buttons
on the gear lever. (Available on 130 PS and

170 PS models)

Weights, loads and performance 48-49

Van/Double Cab-in-Van Fuel economy and CO, emissions

The fuel economy figures quoted in the table below are achieved by following strict EU governed test procedures and are specifically
designed to enable customers to compare vehicles from all manufacturers on a like-for-like basis. Fuel consumption is directly
affected by the length of the journey; number of passengers and amount of luggage carried; individual driving style; road and traffic
conditions; weather conditions; vehicle age, mileage, condition and standard of maintenance; use of vehicle features such as air
conditioning; and any modifications to the vehicle such as the addition of a roof rack. Your fuel economy will vary based on these and
other factors and, for these reasons, many drivers may not achieve the EU fuel economy figures (below) in day-to-day driving,
although the vehicle is technically capable of doing so.

Reality check. Making fuel economy figures more realistic.

From 1 September 2017, certain new vehicles will be type-approved using the Worldwide Harmonised Light Vehicle Test Procedure
(WLTP) according to (EU) 2017/1151, as last amended, which is a new, more realistic test procedure for measuring fuel consumption
and CO, emissions. From 1 September 2018 the WLTP will fully replace the New European Drive Cycle (NEDC), which is the current
test procedure. During NEDC Phase-out, WLTP fuel consumption and CO, emissions are being correlated back to NEDC. There will be
some variance to the previous fuel economy and emissions as some elements of the tests have altered i.e., same car might have
different reported fuel consumption and CO, emissions.

To learn more about the new testing procedures, please visit www.ford.co.uk/owner/resources-and-support/fuel-economy

Fuel consumption in L/100 km/mpg®®

5
e o
v g )
25  2E 5 o § 5
X g2 5 £S5 S
T T Ty O O O O O
2.0 TDCi Ford EcoBlue 105 PS (77 kW) ECOnetic 394 148 6.5/43.5 5.3/533 5.7/49.6
2.0 TDCi Ford EcoBlue 130 PS (96 kW)/170 PS (125 kW) — Automatic transmission 3.65 197-182 76-8.0/ 6.6-7.2/ 70-16/
372-353 42.8-39.2 404-372
2.0 TDCi Ford EcoBlue 105 PS (77 kW)/130 PS (96 kW) 394 175-161 6.9-77/ 58-6.1/ 6.2-6.8/
409-36.7 48.7-46.3 45.6-415
2.0 TDCi Ford EcoBlue 105 PS (77 kW)/130 PS (96 kW) 419 175-161 6.9-77/ 5.8-6.1/ 6.2-6.8/
409-36.7 48.7-46.3 45.6-415
2.0 TDCi Ford EcoBlue 170 PS (125 kW) 419 179-165 71-19/ 6.0-6.3/ 6.4-6.9/
39.8-358 471/44.8 441-409
2.0 TDCi Ford EcoBlue 130 PS (96 kW)/170 PS (125 kW) 443 188-166 71-81/ 6.0-6.8/ 6.4-73/
39.8-349 471-415 441-38.7

Values shown illustrate vehicles fitted with Auto-Start-Stop. Auto-Start-Stop system reduces CO, emissions and fuel consumption by 6 g/km and between 0.2-0.3 L/100km
respectively. The illustrated axle ratio shown is the one available dependent upon model, GVM payload and engine/transmission combination. ®®The declared fuel/energy
consumptions and CO, emissions for Stage 6 engines are measured according to the technical requirements and specifications of European Regulation (EC) 715/2007 and (EC)
692/2008 as last amended. Fuel consumption and CO, emissions may be specified for a vehicle variant and not for a single vehicle. The applied standard test procedure enables a
comparison between different vehicle types and different manufacturers. In addition to the fuel efficiency of a vehicle; driving behaviour as well as other non-technical factors are
very important in determining a vehicle's fuel/energy consumption and CO, emissions.



Fuel, performance and emissions/Max GTM 50-51

Max. GTM (kg)

8 ¥ 3
LI 1 0 O O 0 0 O O O O 0 O
2.0 TDCi Ford EcoBlue 105 PS (77 kW) (15" wheels) 394 [ ] 4540 4540 (| 4540 1 4540 [
2.0 TDCi Ford EcoBlue 105 PS (77 kW) (16" wheels) 419 [ ] 1 1 [ 1 (| 5040 1
2.0 TDCi Ford EcoBlue 130 PS (96 kW) (15" wheels) 394 ([ ] (| 4940 1 4940 (| 4940 (|
2.0 TDCi Ford EcoBlue 130 PS (96 kW) (16" wheels) 419 ([ ] (| 5240 1 5240 | 5240 (|
2.0 TDCi Ford EcoBlue 130 PS (96 kW) 443 [ ] 1 (| 1 (| (| (| 5365
2.0 TDCi Ford EcoBlue 130 PS (96 kW) Auto 3.65 [ ] 1 3800 [ 4000 (| 4200 4365
2.0 TDCi Ford EcoBlue 170 PS (125 kW) 419 ([ ] (| 5240 1 5240 (| 5240 (|
2.0 TDCi Ford EcoBlue 170 PS (125 kW) 443 ([ ] (| (| 1 (| | 1 5365
2.0 TDCi Ford EcoBlue 170 PS (125 kW) Auto 3.65 ([ ] 1 3800 1 4000 1 4200 4365
2.0 TDCi Ford EcoBlue 170 PS (125 kW) Sport Manual with 17" wheels 419 [ ) (| 1 [ 1 5240 1 (]
2.0 TDCi Ford EcoBlue 170 PS (125 kW) Sport Auto with 17" wheels 3.65 ([ ] (| (| 1 (| 4100 1 (|
2.0 TDCi Ford EcoBlue 170 PS (125 kW) Sport Manual with 18" wheels 419 [ [} | 5240 [} ] [} (|
2.0 TDCi Ford EcoBlue 170 PS (125 kW) Sport Auto with 18" wheels 3.65 [ J (| | 3900 1 1 1 |

@ = Standard.Note: All engines are Stage 6 unless stated and include coated diesel particulate [ifér (cDPF). ®The illustrated axle ratio shown is the one available dependent upon model, GVM payload and engine combination. **ECOnetic series and vehicles [fted
with optional rear air suspension are not suitable for towing and therefore have no trailer plate value. Maximum unbraked trailer mass is 750kg.



Max. braked trailer plate (kg)

H
% ] ¥ ¥
L1 Van/Double Cab-in-Van
2.0 TDCi Ford EcoBlue 105 PS (77 kW) 15" 394 [} 2350 2350/2250 - 2300/2250 - 2300/2250 -
2.0 TDCi Ford EcoBlue 105 PS (77 kW) 16" 419 [} - - - - - 2500
2.0 TDCi Ford EcoBlue 130 PS (96 kW) 15" 394 [ J - 2500/2500 - 2500/2500 - 2500/2500 -
2.0 TDCi Ford EcoBlue 130 PS (96 kW) 16" 419 [} - - - - - 2500/2500 -
2.0 TDCi Ford EcoBlue 130 PS (96 kW) 16" 443 [} - - - - - - 2500/2500
2.0 TDCi Ford EcoBlue 130 PS (96 kW) Auto 16" 3.65 (] - 1450 - 1650/1550 - 1850/1750  2000/2000
2.0 TDCi Ford EcoBlue 170 PS (125 kW) 16" 419 [ ] - 2500 - 2500/2500 - 2500/2500 -
2.0 TDCi Ford EcoBlue 170 PS (125 kW) 16" 443 [ - - - - - - 2500/2500
2.0 TDCi Ford EcoBlue 170 PS (125 kW) Auto 16" 3.65 [} - 1450/- - 1650/1550 - 1850/1750  2000/2000
2.0 TDCi Ford EcoBlue 170 PS (125 kW) Sport Manual 17" 419 (] - - - - 2500/2500 - -
2.0 TDCi Ford EcoBlue 170 PS (125 kW) Sport Auto 17" 3.65 [} - - - - 180071700 - -
2.0 TDCi Ford EcoBlue 170 PS (125 kW) Sport Manual 18" 419 [ - - 2500/- - - - -
2.0 TDCi Ford EcoBlue 170 PS (125 kW) Sport Auto 18" 3.65 [} - - 1600/~ - - - -

@ =Standard, O = Option, at extra cost. Note: All engines are Stage 6 unless stated and include coated diesel particulate filter (cDPF). ®The illustrated axle ratio shown is the one available dependent upon model, GVM payload and engine combination. Max trailer
plate may vary depending on differences in equipment levels eg Base to Trend, figures shown here are for lowest available equipment level. Consult your Ford Transit Centre for more information. *Van only. **ECOnetic series and vehicles fitted with optional rear air
suspension are not suitable for towing and therefore have no trailer plate value. Maximum unbraked trailer mass is 750kg.



Rear air suspension

Designed to automatically adjust to maintain a constant
ride height, regardless of the loading conditions, for a
smoother and more comfortable ride. (Option on Kombi
M1 320 with GVM reassigned to 310)

Model availability/Styling and appearance 54-55

Styling and appearance
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Driving experience/Performance and efficiency 56-57

Performance and efficiency

ae) 8 +
Engine
2.0 TDCi Ford EcoBlue (105 PS (77 kW)) [ [ - -
2.0 TDCi Ford EcoBlue (130 PS (96 kW)) [ [ [ ] -
2.0 TDCi Ford EcoBlue (130 PS (96 kW)) — 6-speed Automatic Transmission - [} [ -
2.0 TDCi Ford EcoBlue (170 PS (125 kW)) [ [ [ ] [ ]
2.0 TDCi Ford EcoBlue (170 PS (125 kW)) — 6-speed Automatic Transmission - [ ] o o
Fuel tank - 70 litres [ J [ J [ ] [ ]
Urea aftertreatment system — 21 litre tank [ J [ J [ [}
Instruments and Controls
Ford Eco Mode driver information system [ J [ J ([ [
Trip computer (distance to empty, instant and average fuel consumption, average speed, outside temperature) [} [} [ [
Technology
Auto-Start-Stop system (standard on ECOnetic, Kombi M1 and vehicles with automatic transmission) O O (@) @)
Acceleration control (standard on ECOnetic) ®/0 O O (@)
Water in fuel filter sensor [} [} ([ ] o

@ =Standard, O = Option, at extra cost.



Comfort and convenience

B
o = =

2 & E S

[an] = — wv
Interior Convenience
Header mounted package tray (High roof Van only) [ ) [ ) [ ] (|
Glovebox [CWith lid and A4 file storage capability [ J [ (| (|
Glovebox [Tdckable 1 [ [ [ J
Smokers' Pack [Cigar lighter and ash cup @] @] O O
Sunblinds [Rear doors (Double Cab-in-Van only) 1 [ O @]
Bottle holder CTwin, 2-litre bottle capacity, facia-mounted [ J [ J [ ] [ ]
Storage [Ftont door map pockets [ [ [ J [ ]
Storage [Driver's side, storage compartment on facia top [ ] [ ] o [ ]
Storage [Underseat stowage compartment (dual passenger seat only) [ ) [} [ ] [ ]
Audio and Communication Systems
Audio [Pre-equipment pack (ICE Pack 30) O (| — —
Single DIN AM/FM Radio, four front speakers (two woofers and two tweeters), remote audio controls and a USB connectivity [ J [ [} (|
port with iPod® functionality (Van and DCiV only) (ICE Pack 12)
Connected AM/FM Radio, with six front speakers (two full range, two woofers and two tweeters), 4.2" TFT display, remote [ (| [ [
audio controls, USB connectivity port with iPod® functionality and Bluetooth® (Kombi M1 only) (ICE Pack 16)
Connected Radio with DAB/AM/FM, 4.2" TFT display, Bluetooth®, USB connectivity port with iPod® functionality, remote audio @) [ [} 1
controls, with four front speakers (two woofers and two tweeters) (Kombi M1 gets six speakers, two full range, two woofers
and two tweeters) (ICE Pack 17)
SYNC 3 Radio with DAB/AM/FM, SYNC (includes Emergency Assistance*) with Bluetooth®, Voice Control System, AppLink, O O [ ] [ ]
audible text messaging and privacy mode, 8" touchscreen display, integrated control panel, remote audio controls, USB
connectivity port with iPod® functionality four speakers (two woofers and two tweeters) (Kombi M1 gets six speakers, two full
range, two woofers and two tweeters) (ICE Pack 21)
SYNC 3 Radio/Navigation system with DAB/AM/FM, SYNC (includes Emergency Assistance*) with Bluetooth®, Voice Control O O @] @]
System, AppLink, audible text messaging and privacy mode, 8" touchscreen display, extended integrated control panel, USB
connectivity port with iPod® functionality, remote audio controls, four front speakers (two woofers and two tweeters) (Kombi
M1 gets six speakers, two full range, two woofers and two tweeters) (ICE Pack 24)
Climate Control
Air conditioning CFont @) @) [ ] [ ]
Air conditioning [CFtont and Rear (Kombi M1 only) O O [} [
Heater [Rear compartment, water (Kombi M1 only) O O (] (|
Heater [Pbsitive Thermal Co-efficient (PTC) [ [ [} [}
Interior Lighting
Courtesy lights [Header-mounted, front with theatre dimming [ (| [ [
Courtesy lights [CHeader-mounted, front map lights 1 [ [ [ J
Courtesy lights [Fbotwell illumination (side load door only) (not available on Base Van) [ J [ J [ ] [ ]
Courtesy lights [REkar seat courtesy lights with theatre dimming (Kombi M1, and Double Cab-in-Van only) [} [} [ ] [ ]
Loadspace compartment lights [ J [ J [ ] [ ]
Loadspace compartment lights CTED (Van and Double Cab-in-Van only) @) @) O O



Safety and security

o E +
Safety
Airbag - Driver's” [ ) [ ) [ [
Airbag - Front passenger's " (includes passenger's airbag deactivation switch) (Standard for Kombi M1 models) /O @/0 [ [ J
Airbag — Front side and curtain airbags” O O O O
Seat belts - 3-point diagonal inertia reel (all seats)” [ J [ J [ ] [ ]
ISOFIX child seat - 2 x second row attachments” (Kombi M1, and Double Cab-in-Van only) /- o /- o /- @ /-
Security
Alarm - Perimeter O @) - -
Alarm - Thatcham Category 1 (Van) — Cab interior sensing, inclination sensor and trailer coupling, when fitted (includes @) @) [} o
remote locking with 2 key fobs) (only available with full unglazed bulkheads and unglazed rear door)
Alarm - Thatcham Category 1 (Double Cab-in-Van) — Cab interior sensing, inclination sensor and trailer coupling, when fitted @) ©) [ J [ J
(includes remote locking with 2 key fobs) (only available with glazed moulded bulkhead and unglazed rear door)
Locks — Power central locking @) O/~ - O/-
Locks — Power door deadlocks, shielded with strengthened mountings [} [} [ ] [ ]
Locks — Remote control central locking with one key fob [ J - - -
Locks — Remote control central locking with two key fobs ©) [ [ J [ J
Locks — Fleet key (not available on Van Sport) @) ©) O O/-
I\./ocl;s - Configurable unlocking (Van/Double Cab-in-Van) 2-stage unlocking* (standard on Van, optional on Double Cab-in- /0O @e/0 @e/O0O @/0

an

Locks - Configurable unlocking (Double Cab-in-Van/Kombi) 2-stage unlocking* [ ] [ [ J [ J
Locks — Configurable unlocking independent driver's door unlocking* ©) @) - -
Locks — Configurable unlocking courier unlocking with auto slam lock, zonal opposite door relocking and 3 second auto @) @) - -
relocking*
Locks — Auto relocking, doors relock after 45 seconds if no door is opened [} [} [ ] [ ]
Locks — Audio mis-lock feedback, audible signal if a door is ajar when locking activated [ ] [ [ J [ J
Locks — Auto locking on drive-away, doors automatically lock at 5 mph (standard on Van) [ [ [ J [ J
Rear window protection grille @) @) @] @]
Immobiliser — Safeguard Passive Anti-Theft System (PATS) (Insurance-approved Category 2 immobiliser) [} [} [ ] [ ]
Brakes
Electronic Stability Control (ESC)” (] [ ] [ )
Emergency Brake Warning? [ ) [} [ ] [ ]
Dual-circuit, with self-adjusting servo-assistance and ABS. Front and rear discs [ ] [ [ J [ J
Anti-lock braking system (ABS) with electronic brake-force distribution (EBD)" [ [ [ J [ J
Technology
Load Adaptive Control (LAC)" [ [ [} [}
Emergency Brake Assist (EBA)” [ [ [ ] [ ]
Roll Stability Control (RSC)" [ [ [ ] o

@ = Standard, O = Option, at extra cost, O = Part of an option pack, at extra cost, "Safety feature, ?Driver assistance feature. *For details of the configurations available please
consult your Ford Dealer. Please note: Configurable locking must be defined at the time of order, it cannot be ordered as a Dealer-fitted option or accessory. Note: A rear-facing
child seat should never be placed in the front passenger seat when the Ford vehicle is equipped with an operational front passenger's airbag.

turning circle¥*

Safety and security/Utility 60-61

*L1 version with 15" steel wheels; 11.6 m with 16" wheels; 11.8 m with 17"
wheels; 12.2 m with 18" alloy wheels (option).

Utility

= B =
Body
Doors, Van and Double Cab-in-Van — Unglazed rear doors, hinged for 180° opening, positive stop at 90° [ J [} [ [
Doors, Kombi M1 - Glazed rear doors, hinged for 90° opening [} [} - -
Rear cargo doors — Glazed and heated (standard on Kombi, optional on Van and Double-Cab-in-Van) /O @/0 - -
Rear tailgate (in lieu of rear doors) (not available on Double-Cab-in-Van L1280 Base and Trend) [ ] [ ] [ J [ J
Glazed rear tailgate (in lieu of rear doors) (not available on Double-Cab-in-Van L1280 Base & Trend) O O - -
Side windows, Van — Second row, driver and passenger's side, fixed (only available with sliding side load door) O O - -
Side windows, Double-Cab-in-Van, Kombi - Second row, fixed (Standard on Kombi) /O @/0 ©) O/~
Side windows, Double-Cab-in-Van, Kombi — Second row, flip-open (Standard on Double Cab-in-Van) /O @/0 [ ) /-
Side windows — Third row, driver and passenger's side, fixed (Kombi only) [ J [ J - -
Body — H1 (Low Roof) [} [} [ J [ J
Body - H2 (High Roof) (not available on ECOnetic or Double Cab-in-Van) O/- O/- O/ -
Doors — Passenger's sliding side load door and step (not available to Limited or Sport series on Double-Cab-in-Van) [ ] [ ] e/ ®/-
Doors — Driver and passenger's side sliding load door and step (Van and Kombi) O O ©) O/-
Doors — Driver and passenger's side sliding load door and step (Double-Cab-in-Van only) O O ([ [
Running boards (only available with sliding passenger side load door) (Double Cab-in-Van and Kombi only) O O - -
Running boards — Door length, contains dual slide load door (Double-Cab-in-Van, and Kombi only) (@] (@] O -
Engine undershield O O @) @)
Carpet and Trim
Floor covering — Cab, easy-clean rubber (not available on Double-Cab-in-Van Sport) e/0 @/0 [ J [ J
Floor covering — Full length, easy-clean rubber (standard on Kombi and optional on Double Cab-in-Van only) /O @/0 - -/0
Floor covering — Extended to bulkhead, easy-clean rubber (Double Cab-in-Van only) [} [} - -
Floor covering — Extended to bulkhead, carpet, with easy clean rubber after bulkhead (Double Cab-in-Van only) - - (] ®
Assist handle — Located on B-pillar (standard on Double Cab-in-Van and Kombi) /0O @/0 /O @/0
Complete rear sidewall trim half-height board (standard on Double Cab-in-Van and Kombi) ®/0 [ J ([ ([
Certification
Vehicle Identification Number - Visible [ J [ J ([ ] [ ]

@ =Standard, O = Option, at extra cost, O = Part of an option pack, at extra cost. “Not available on Kombi.



Special Vehicle Options

Special Vehicle Options 62-63
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Integrated roof rack

Ingenious roof rack can carry up to 130 kg of cargo (80 kg
on Sport). Folds away flat when not in use to improve fuel
economy and reduce wind noise. (Option and accessory
on H1 models)
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