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Pajero VR-X
 ENGINE

 Petrol

 Type 3.8 litre V6 SOHC 24-valve MPI

 Bore x stroke 95.0mm x 90.0mm

 Capacity 3828cm3

 Compression ratio 9.5 : 1

 Fuel system ECI multi fuel inject -  
  LPG CompatIble

 Maximum power (DIN) 149kW @ 5000rpm

 Maximum torque (DIN) 310Nm @ 3250rpm

 Diesel

 Type 3.2 litre Di-D DOHC 16-valve   
  Intercooled Turbo Diesel 

 Bore x stroke 98.5mm x 105.0mm

 Capacity 3200cm3

 Compression ratio 17.0 : 1

 Fuel system Electronic Direct Injection  
  fuel pump  
  Turbocharger with Intercooler 

 Maximum power 121kW @ 3800rpm

 Maximum torque 373Nm @ 2000rpm

 MECHANICAL

 MATT® (Mitsubishi All Terrain Technology) 
 - ‘Super Select II’ full time 4WD (including selectable 2WD mode) 
 - Synchronised auto front free wheeling differential 
 - Multi mode Anti-lock Braking System (ABS) with Electronic Brakeforce Distribution (EBD) 
 - Active Traction Control 
 - Active Stability Control 
 - Engine Brake Assist Control 
 - Hill hold function for steep inclines (operates in 2nd gear) 
 - ASC override switch (for four wheel driving in sandy conditions) 
 - 4WD modes 4H & 4HLC selectable at up to 100kph

 TRANSMISSION

 5 speed manual transmission 
 5 speed automatic transmission with ‘Sports Mode’ sequential style shift change 
 and INVECS II ‘Smart Logic’ 

 DRIVE TRANSFER-SYSTEM

 Type ‘Super Select II’ full time 4WD  
  system with selectable 2WD mode 
  Auto front free-wheeling  
  differential with synchromesh 

 STEERING

 Type Power assisted rack and pinion

 SUSPENSION

 Front Independent - Double wishbone  
  coil spring and stabiliser bar

 Rear  Independent - Multi-link coil  
  spring and stabiliser bar

 WHEELS

 Type 17” x 7.5 JJ alloy - 6-spoke

 TYRES

 Type 265/65R-17 112H  
  steel belted radial (HT)

 *The tyres fitted to Pajero as standard equipment are designed primarily for use on sealed   
 roads.  If your Pajero is to be driven primarily on unsealed roads, please consult your Mitsubishi  
 dealer for advice on suitable tyre choices.

 GROUND CLEARANCE

 Ground clearance - V6 Petrol (unladen) 235mm

 Ground clearance - Di-Diesel (unladen) 225mm

 Fording depth  600mm

 Approach angle  39.0°

 Ramp breakover angle  24.5°

 Departure angle  24.0°

 Climbing angle  35.0°

 
 
 
 
 
 

 CAPACITIES

 Gross vehicle mass (kg) Manual Auto

 3.8L V6 Petrol  2760 2760

 3.2L Di-Diesel 2810 2810

 Kerb mass (kg) 

 3.8L V6 Petrol 2115 2115

 3.2L Di-Diesel 2170 2170

 Payload** (kg)

 3.8L V6 Petrol 645 645

 3.2L Di-Diesel 640 640

 Gross combination mass (kg)

 3.8L V6 Petrol 5260 5260

 3.2L Di-Diesel 5310 5310

 Maximum axle load (kg) Front Rear

 All models 1200 1650

 ** Payload includes occupants, fuel and fitted options (if any). The weight of these must be  
 deducted from payload to determine actual load-carrying capacity. Front and/or rear axle loads  
 must not be exceeded. 

 FUEL CONSUMPTION

 (ADR81/01) (Litres per 100 kms) Combined 

 3.8L V6 Petrol (Manual) 13.6

 3.8L V6 Petrol (Auto)     14.3

 3.2L Di-Diesel (Manual)  9.6

 3.2L Di-Diesel (Auto)      10.7

 These figures are obtained from controlled laboratory tests conducted by Mitsubishi Motors to  
 Australian Standard ADR81/01 and are provided to assist you in comparing the fuel consumption  
 of Pajero with other vehicles. The actual fuel consumption you achieve will depend, however,  
 on many factors, including your driving habits, the prevailing conditions and your vehicles  
 equipment, condition and use.

 EXTERIOR FEATURES 

 Fog lamps (front and rear)   Standard

 Chrome power door mirrors    Standard

 Roof rails   Standard

 Rear roof spoiler with integrated stop lamp   Standard

 Sports headlamps and bezel   Standard 

 Hard spare wheel cover   Standard

 Privacy glass   Standard

 Colour coded front and rear bumpers   Standard

 Colour coded wheel arch flares    Standard

 Sports grille   Standard

 Colour coded integrated side steps   Standard

 Silver coloured front skid plate   Standard

 INTERIOR FEATURES

 In-dash 6 CD AM/FM stereo with 4 speakers   Standard 

 Leather bound steering wheel   Standard

 Carbon fibre gearshift knob (auto only), transfer lever and park brake lever Standard

 Air conditioning   Standard

 Cruise control   Standard

 Power windows (front and rear) with driver auto down function  Standard

 Remote keyless central locking (including tailgate)   Standard

 Stainless steel scuff plates   Standard 

 Sports style seat trim   Standard

 Titanium look dash panel and air conditioning outlets   Standard

 Accessory power sockets (front and rear)   Standard

 Driver and front passenger SRS airbags   Standard

 Side SRS airbags   Optional

 Anti-theft engine immobiliser   Standard

 Seating capacity   7

 PAINT AND TRIM COMBINATIONS

 Paint Cool Silver Metallic (M) / White Pearl (P)/  
  Black Mica (P) / Gunmetal Mica (P)

 Trim ‘Satin’ Fabric / Neo Buckskin Knit

  (M): Metallic   (P): Pearlescent                         
  Metallic and Pearlescent paints are optional extra.


