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*5 year or 130,000km New Vehicle Factory Warranty (whichever comes first). †10 year or 160,000km Powertrain Warranty (whichever comes first) (non transferable). See your Dealer for full details. ^5 years or 130,000 km (whichever comes first). Service conditions apply.  
Always consult your authorised Mitsubishi Dealer for the latest details on specifications, options, prices, availability and conditions on New Vehicle Warranty. All product illustrations and specifications referred to herein are believed to be correct at the time of publication approval. Subject 
to any applicable Federal, State or Territory Laws or ordinances, which may apply from time to time, Mitsubishi Motors Australia Limited reserves the right, without notice, or obligation, to discontinue or make changes to designs, specifications, colours and materials of the options and 
products referred to herein at any time without incurring any liability to any purchaser thereof. © Mitsubishi Motors Australia Limited. ABN 53 007 870 395.

MITSUBIShI PAJERO GL cOMES PAckEd 
wITh ThE LATEST In 4wd TEchnOLOGy. 

CAPACITIES (kg)

Gross
 Combination Mass

Gross 
Vehicle Mass Kerb Mass Max Payload

3.2L DI-D 5 M/T 5 A/T 5 M/T 5 A/T 5 M/T 5 A/T 5 M/T 5 A/T

6,030 6,030 3,030 3,030 2,273 2,263 757 767

Specially designed as the workhorse of the Pajero family,  
the Pajero GL is built to handle tough conditions with  
all of the Mitsubishi 4WD heritage, including the 
renowned MATT™ - Mitsubishi All Terrain Technology.

FEATURES

3.2L DI-D

GL

5-speed manual transmission S

5-speed automatic transmission with ‘Sports Mode’ sequential style shift 
change and INVECS II ‘Smart Logic’ O

Automatic air conditioning with display S

Cruise control S

MATT™ – Mitsubishi All Terrain Technology including: S

Active Stability Control (ASC) S

Active Traction Control (ATC) S

Engine Brake Assist Control (EBAC) S

Super Select 4WD II S

Multi mode ABS with EBD S

Sychronised auto front free wheeling differential S

Mitsubishi Body Optimised Suspension (MBOS)  
– independent front and rear suspension S

Driver & front passenger SRS airbags S

Side door impact beams S

Reinforced Impact Safety Evolution (RISE) body S

Driver & front passenger seat belt pretensioners S

Power central door locking with remote keyless entry S

Multi-function display with trip computer, compass, altimeter and barometer S

Fog lamps (front) A

Front protection bar A

Nudge bar A

S: Standard  O: Optional  A: Accessory

ENGINE

Type 3.2L CDI, DOHC 16-valve 
intercooled turbo diesel

Engine Code 4M41

Bore x stroke 98.5mm x 105.0mm

Capacity 3,200cm3

Compression ratio 16.0:1

Fuel system 
Electronic direct injection fuel pump
Turbocharger with intercooler
Open flow diesel particulate filter (A/T only)

Maximum power 147kW @ 3,800rpm

Maximum torque 441Nm @ 2,000rpm

BRAKES

Front Ventilated discs

Rear Ventilated discs

SUSPENSION

Front Independent - double wishbone coil spring and stabiliser bar

Rear Independent - multi-link coil spring and stabiliser bar

STEERING

Power assisted rack and pinion

WHEELS & TYRES

Wheel type 17" x 7.5 steel wheels

Tyres* 265/65R-17 112H steel belted radial (HT)

FUEL TANK

Capacity 88L

TURNING CIRCLE

Metres (kerb to kerb) 11.4m

FOUR WHEEL DRIVE CLEARANCES

Ground clearance 225mm

Fording depth 700mm

* The tyres fitted to Pajero as standard equipment are designed primarily for use on sealed roads. If your Pajero is 
to be driven primarily on unsealed roads, please consult your Mitsubishi dealer for advice on suitable tyre choices.

CAPACITIES

MAXIMUM TOWING CAPACITY*

With trailer brakes (kg) 3,000

Without trailer brakes (kg) 750

Maximum towball download (kg) when towed weight is greater than 2,500kg                   180

Maximum towball download (kg) when towed weight is 2,500kg or less                   250

AXLE MASS

Maximum Front Axle Load 1,330

Maximum Rear Axle Load 1,780

* Subject to state regulations and towbar designs. A Weight Distribution Hitch (WDH) is recommended for 
towball downloads exceeding 135kg. For further information, please refer to the Pajero Owner’s Manual.

Pajero GL pictured with off-road tyres fitted.
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